217/ 782-2113

FEDERALLY ENFORCEABLE STATE OPERATI NG PERM T
“REVI SED’

PERM TTEE

Good Sanmritan Hospital

Attn: Joe Kybartas

3815 Hi ghl and Avenue

Downers Grove, Illinois 60515

Application No.: 83070043 |.D. No.: 043030ADQ

Applicant's Designation: BO LERS123 Date Received: My 24, 2000

Subj ect: Type 7 Waste Incinerator/Boilers

Date Issued: July 28, 2000 Expiration Date: Novenber 17, 2000
Locati on: 3815 Hi ghl and Avenue, Downers G ove

Permit is hereby granted to the above-designated Pernmittee to OPERATE

em ssi on source(s) and/or air pollution control equipment consisting of
three Cl eaver Brooks gas fired boilers with distillate fuel oil backup

one Econot herm i ncinerator with heat recovery boiler, and three ethyl ene
oxi de sterilizers pursuant to the above-referenced application. This
Permit is subject to standard conditions attached hereto and the foll ow ng
speci al condition(s):

la. This federally enforceable state operating permt is issued to limt
the emi ssions of nitrogen oxides (NQ) and hazardous air pollutants
(HAPs) fromthe source to I ess than major source thresholds, i.e. NG
to less than 25 tons per year, and HAPs to less than 10 tons per year
of any single HAP or 25 tons per year of any conbination of such
HAPs, as further described in Attachment A. As a result, the source
is excluded fromrequirenents to obtain a Clean Air Act Permt
Program permit.

b. Prior to issuance, a draft of this pernmt has undergone a public
noti ce and conmment peri od.

c. This permt supersedes the current permt(s) issued for this
| ocati on.

2a. Operation of the boilers shall not exceed the following limts:
i Nat ural gas usage: 1,152 thermnms/hr and 2,600, 000 therns/year
ii. Natural conbustion em ssions of nitrogen oxides (NG), carbon
monoxi de (CO), volatile organic material (VOM, sulfur dioxide

(SO,), and particulate matter (PM:

Fuel Usage Emi ssi on Fact or Em ssi ons
Pol lutant (Therns/ Hr) (Therns/ Yr) (Lb/ Therm (Lbs/ Hr) (T/Yr)




585

SQ,
PM

1, 152

2, 600, 000

0. 0140
0. 0035
0. 0003
0. 0001
0.0014

16. 13
4.04
0. 35
0.12
1.62

Tot al

18. 20
4.55
0.39
0.13
1.82

25. 09
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iv.

No. 2 fuel oil usage: 30,000 gallons/year

No. 2 fuel oil conbustion enissions of nitrogen oxides (NQ),
carbon nonoxide (CO), volatile organic material (VOM, sulfur
di oxide (SO,) and particulate matter (PM:

Fuel Usage Emi ssi on Fact or Em ssi ons
Pol | ut ant (Gal Il ons/ Yr) (Lb/ Gal | on) (Ton/ Yr)
NO, 30, 000 0. 0200 0.30
CO 0. 0050 0.08
VOM 0. 0020 0.03
SO, 0. 0002 0.01
PM 0. 0398 0. 60
Tot al 1.02

These linmits define the potential enissions of nitrogen oxides
fromthe boilers and are based on the actual enissions

determ ned fromthe nmaxi num capacity and standard eni ssion
factors.

b. Operation of the incinerator shall not exceed the following limts:

Only Type 7 Waste (general hospital waste) nay be incinerated
and at a rate not to exceed 900 I bs/hour and 1,450 tons/year

Of the total charge fed to the incinerator no nore than 10% may
be potentially infectious nedical waste (PIMN. The pernmit does
not allow the burning of any PI MWV al one.

The afterburner conbustion chanber shall be preheated to the
manuf acturer's reconmmended tenperature but not |ower than 1400
degrees F, before any waste is |loaded into the incinerator, and
this tenperature shall be mmintained during incineration

Type 7 waste incineration em ssions of nitrogen oxide (NQ),
carbon nonoxide (CO), volatile organic material (VOM, sulfur
di oxi de (SO,), and particulate matter (PM, and hydrogen
chloride (HO):

Wast e Feed
Rat e Em ssi on Fact or Em ssi ons
Pol l utant (Lbs/Hr) (Tons/ Yr) (Lbs/ Ton) (Lbs/Hr) (Tons/Yr)

NQ, 900 1, 450 4.95 2.23 3. 60
CcO 3. 86 1.74 2.80
PM 4. 67 2.11 3. 40
VOM 0. 30 0.14 0.22
SO, 2.17 0.98 1.58
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HCl 5.00 2.25 3.63
Tot al 15. 23

iv. These linits define the potential emni ssions of nitrogen oxides
and hydrogen chl oride and are based on the actual enissions
deternmi ned fromthe nmaxi num capacity and standard eni ssion
factors. The hydrogen chloride enission factor is based on the
actual emnissions determned froma stack test.

c. Operation of the three ethylene oxide sterilizers shall not exceed
the following linmts:

i Et hyl ene Oxi de Gas Usage: 0.5 tons/nonth and 5.0 tons per year.

ii. Emissions of ethylene oxide:

Mat eri al Usage Em ssi ons
Mat eri al (Tons/ Mo) (Tons/ Yr) (Tons/ Mo) (Tons/ Yr)
Et hyl ene Oxi de 0.5 5.0 0.5 5.0

iii. These linmts define the potential em ssions of the ethylene
oxide sterilizers and are based on the actual enissions
deternmined fromthe nmaxi num capacity.

d. At the above location, the Pernmittee shall not keep, store, or
utilize distillate fuel oil (Grades No. 1 and No. 2) with a sul fur
content greater than the larger of the follow ng val ues:

i 0.28 wei ght percent, or
ii. The wt. percent given by the fornmula:

Maxi mrum wt . percent sul fur = (0.000015) x (Gross heating val ue
of oil, Btu/lb).

e. The enmissions of HAPs as listed in Section 112(b) of the Clean Air
Act shall not equal or exceed 10 tons per year of any single HAP or
25 tons per year of any conbination of such HAPs, or such |esser
quantity as USEPA nmay establish by rule which would require the
Permittee to obtain a Clean Air Act Pernmit Programpernit fromthe
Agency. As a result of this condition, this permit is issued based
on the em ssions of any HAP fromthis source not triggering the
requi renent to obtain a Clean Air Act Permt Programpernmit fromthe
Agency.

f. Conpliance with annual limts shall be determ ned on a nonthly basis
fromthe sumof the data for the current nonth plus the preceding 11
nont hs.
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3a.

Wthin 90 days of a witten request fromthe Agency, pursuant to 35
Il Adm Code Section 201.282, the em ssions and opacity of the

boil ers and the incinerator exhaust fromthe plant shall be nmeasured
by an approved testing service, during conditions which are
representative of the maxi num performance. The Agency may provide
additional time for the performance of this testing upon request from
the Permittee which shows that it is not feasible to perform
representative testing within 90 days.

i The follow ng nethods and procedures shall be used for testing
of em ssions. Refer to 40 CFR 60, Appendix A for USEPA test

nmet hods.

Opacity USEPA Met hod 9

Location of Sanple Points USEPA Met hod 1

Gas Flow and Vel ocity USEPA Met hod 2

Particul ate Matter USEPA Met hod 5

Ni t rogen Oxide USEPA Met hod 7

Car bon Monoxi de USEPA Met hod 10

Hydr ogen Chl ori de USEPA Met hod 26 (Incinerator Only)

ii. A test shall consist of three separate runs each at |east 60
mnutes in duration. Conpliance shall be determined fromthe
average of the runs provided that the Agency nay accept the
arithmetic mean of the two runs in circunstances described in 40
CFR 60. 8(f).

Testing shall be perfornmed by a qualified i ndependent testing
service.

At least 30 days prior to the actual date of testing a witten test
pl an shall be subnitted to the Agency for review and approval. A copy
shall also be submitted to the USEPA. This plan shall describe the
speci fic procedures for testing, including:

i The person(s) who will be perform ng sanpling and anal ysis and
their experience with simlar tests.

ii. The conditions under which testing will be performed, including
a discussion of why these conditions will be representative of
the maxi num operating rate, the levels of operating paraneters
at or within which conpliance is intended to be shown, if
applicable, and the neans by which the operating paraneters for
the process and any control equi pnent will be deternined.

The Agency shall be notified prior to these tests to enable the
Agency to observe these tests. Notification for the expected date of
testing shall be submitted a mininumof thirty (30) days prior to the
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4a.

expected date. Notification of the actual date and expected tinme of
testing shall be subnmitted a mninumof five (5) working days prior
to the actual date of the tests. The Agency may, at its discretion
accept notification with shorter advance notice provided that the
Agency will not accept such notifications if it interferes with the
Agency's ability to observe the testing.

The Permittee shall maintain records of the following itens for the
sour ce:

i The use of natural gas in the boilers, thernms/nonth and
thernms/year (tunning total);

ii. The use of No. 2 fuel oil in the boilers, gallons/nonth and
gal l ons/year (running total);

iii. The amount and type of waste incinerated, |bs/hr, tons/day and
tons/year (running total);

iv. Daily records of the incinerator afterburner conbustion chanber
t enper at ur e;

V. The amount of ethyl ene oxide gas used in the sterilizers,
tons/ nmonth and tons/year (running total).

The Permittee shall maintain records for any deviation or exceedance
fromthe requirenments of this pernit, as deternined by the above
records or by other nmeans, with date, time, duration, description
corrective action and neasures to prevent future reoccurrences.

Al'l records required by this permt shall be retained at a readily
accessible location at the source for at |least 3 years fromthe date
of entry and shall be nade avail able for inspection and copyi ng by
the Agency and USEPA upon request.

If there is an exceedance of the requirenents of this permt as
deternmined by the record required by this pernit, the Pernittee shal
subnit a report to the Agency's Conpliance and Systenms Managenent
Section in Springfield, Illinois within 30 days after the exceedance.
The report shall include the em ssions released in accordance with
the recordkeepi ng requirenents, a copy of the relevant records, and a
description of the exceedance or violation and efforts to reduce

enmi ssions and future occurrences. This report should be sent to:

Il1linois Environnmental Protection Agency
Di vi sion of Air Pollution Control
Conpl i ance Section

P. 0. Box 19276

Springfield, IL 62794-9276
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8a.

The incinerator shall be equipped with a tenperature indicator for
af t erburner conbustion chanber tenperature.

The Final Report(s) for all tests shall be submitted within 180 days

after the date of the test. The Final Report shall include as a

nm ni mum

i General information describing the test, including the nane and
identification of the enmi ssion source which was tested, date of
test, nanes of personnel perfornming the tests, and Agency
observers, if any;

ii. A sunmary of results;

iii. Description of test procedures, including description of
sanpling points, test equiprment, and test schedul e;

iv. Detailed description of test conditions, including:

A Process information, i.e., process rate, aggregate type,
fuel type, and firing rate.

B. Control equipnent information, i.e., equipnent condition
and operating paraneters during testing.

V. Data and cal cul ations, including copies of all raw data sheets
and records of |aboratory anal yses, sanple cal cul ati ons, and
data on equi prent calibration

Submittals of information shall be nade as foll ows:

i Notices of Test - one copy to Source Em ssion Test Speciali st
and one copy to the Regional Ofice.

ii. Final Report - one copy to Source Enission Test Specialist, one
copy to the Regional Ofice, and one copy to Permt Section

Il1linois Environnmental Protection Agency

Division of Air Pollution Control - Regional Ofice
1701 South First Avenue
Maywood, Illinois 60153

Il1linois Environnmental Protection Agency
Attn: Source Enission Test Specialist

Di vi sion of Air Pollution Control

1701 South First Avenue

Maywood, Illinois 60153
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10a.

11.

The Permittee shall submt the follow ng additional information for
the prior calendar year with the Annual Eni ssions Report, due May 1st
of each year:

a. Nat ural gas usage (therns/year),

b. No. 2 fuel oil usage (gallons/year),

c. The amount of waste incinerated (tons/year), and
d. Et hyl ene oxi de gas usage (tons/year).

Organic liquid by-products or waste materials shall not be used at
this source without witten approval fromthe Agency.

The Permittee shall notify the Agency prior to any change in the type
of fuel used at the source.

This pernit contains the federally enforceable conditions from
construction permt(s) 00050079. These conditions effectively limt
the potential em ssions of air pollutants fromthe source to | ess
than maj or source thresholds (i.e., ethylene oxide to | ess than 10
tons per year, etc.). As a result, the source is excluded fromthe
requirenents to obtain a Clean Air Act Pernmit Program ( CAAPP)
permt.
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I f you have any questions on this, please call Jim Cobb at 217/782-2113.

Donald E. Sutton, P.E

Manager, Permit Section

Di vision of Air Pollution Control
DES: JDC: j ar

cc: Region 1



Attachnent A - Eni ssions Summary

Nat ural gas conbustion em ssions of nitrogen oxide (NQ), carbon
monoxi de (CO), volatile organic material (VOM, sulfur dioxide (SO),
and particulate matter (PM fromthe boilers:

Fuel Usage Emi ssi on Fact or Em ssi ons
Pol l utant (Therns/ Hr) (Therns/ Yr) (Lb/ Therm) (Lbs/ Hr) (Ton/ Yr)

NQ, 1,152 2, 600, 000 0. 0140 16. 13 18. 20
CcO 0. 0035 4.04 4.55
VOM 0. 0003 0.35 0.39
SO, 0. 0001 0.12 0.13
PM 0.0014 1.62 1.82

Tot al 25. 09

No. 2 fuel oil conbustion enissions of nitrogen oxide (NQ), carbon
monoxi de (CO), volatile organic material (VOM, sulfur dioxide (SO)
and particulate matter (PM fromthe boilers:

Fuel Usage Emi ssi on Fact or Em ssi ons

Pol | ut ant (Gal Il ons/ Yr) (Lb/ Gal | on) (Ton/ Yr)
NQ, 30, 000 0. 0200 0.30
CO 0. 0050 0.08
VOM 0. 0020 0. 03
SO, 0. 0002 0.01
PM 0. 0398 0. 60
Tot al 1.02

These tables define the potential enissions of the boilers and are
based on the fuel fired and standard enission factors at the maxi mum
annual fuel usage.

Type 7 waste incineration em ssions of nitrogen oxide (NQ), carbon
monoxi de (CO), volatile organic material (VOM, sulfur dioxide (SO),
particulate matter (PM, and hydrogen chloride (HC) fromthe

i nci nerator:

Wast e Feed
Rat e Emi ssi on Fact or Em ssi ons
Pol lutant (Lbs/Hr) (Tons/ Year) (Lbs/ Ton) (Lbs/ Hr) (Ton/ Yr)
NQ, 900 1, 450 4.95 2.23 3. 60
CO 3. 86 1.74 2.80
PM 4. 67 2.11 3.40
VOM 0.30 0.14 0. 22
SO, 2.17 0.98 1.58
HCl 5.00 2.25 3.63

Tot al 15. 23



This table defines the potential emissions of the incinerator and are
based on the type of waste incinerated and standard enission factors
at the maxi mum annual waste feed rate. The hydrogen chloride

em ssion factor is based on the actual em ssions determ ned from a
stack test.
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3. Emi ssions and operation of ethylene oxide sterilizer shall not exceed
the following linmts:

Mat eri al Usage Em ssi ons
Mat eri al (Tons/ Mont h) (Tons/ Year) (Tons/ Mnth) (Tons/ Year)
Et hyl ene Oxi de 0.5 5.0 0.5 5.0

This table defines the potential em ssions of volatile organic
mat erial and is based on the anpunt of ethylene oxide gas usage
indicated in the permt application.

JDC: j ar



